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BOARDING PLEASE!
It‘s about nothing less than the mobility of 
tomorrow. Professional, sustainable and reliable 
solutions are necessary preconditions.
To shape the mobility turnaround together 
with you, is of utmost importance 
for PRACHT. As a long-standing luminaire 
manufacturer for specific fields of application 
we bundle our branch expertise in the  
CITYLINE. 

DB-listed luminaires, our own production MADE 
and REMADE in Germany, our in-house measurement 
and development institute and PRACHT‘s 
practiced passion and reliability of a family 
business in the fourth generation qualify us 
as a competent partner of Deutsche Bahn and 
other international railway and transport 
services in the infrastructure. 
We look forward to welcoming you!

New management at PRACHT. 
Left to right: 
Thomas Scherer (CSO),
Jonathan Pracht(CEO),
Vilmos Polgar (COO)

Your direct line, Phone +49 6466/9140-0 | cityline@pracht.com
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LUMINAIRES

FIELDS OF APPLICATION
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	 KATLA..................................... 30
	 KATLA REMADE.............................. 31
	 KATLA BL................................... 32
	 LUNA BL.................................... 33
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	 TUBIS BL................................... 36
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	 TROJA G2 MEDIA CHANNEL..................... 42

RECESSED LUMINAIRES 
	 PATMOS N LED............................... 35
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BERNINA
TAUNUS
APOLLO
TUBIS

RAILWAY STATION

BERNINA  For product details see p. 26

APOLLO  For product details see p. 22 TUBIS  For product details see p. 36, 37, 38

TAUNUS  For product details see p. 44

	� Luminaire in a flat and curved design
	� Perfect illumination of the platform
	� Homogeneous light distribution
	� Very efficient and low maintenance
	� Easy switch to LED through 1:1 replacement

	� Variable light distribution due to  
swiveling reflectors
	� Robust against oil, diesel, acids, 
alkalis, etc.
	� Impact resistant reflectors made of  
PRACHTOPAL®

	� DB listed
	� ENEC

	� Extremely weatherproof and UV-stable 
(PRACHTOPAL®)
	� Ingress protection: IP66/68/x9K
	� Suitable for unprotected outdoor areas
	� Suitable for dynamic pressure and wind 
load, optimized for placement in the pit

	� Resistant to oil, diesel, acids, alkalis, etc.
	� Individual XLS solutions
	� DB listed

	� Optimized for ceiling installation as  
in panel ceilings (module 100)
	� Optional with ceiling mounting frame
	� Flexible length configuration
	� No sedimentation areas
	� ENEC

REFERENCES
	� ÖBB
	� PRO RAIL

	� DB
	� BVG PRACHT.COM/TENDERTEXT

+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM
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UNDERPASS
TROJA

TROJA

PATMOS

TROJA  For product details see p. 40, 42

CORNER MOUNTING

	� Vandalism-proof
	� 100 Joule, IK10
	� DB listed
	� ENEC
	� Optional with media duct

CEILING ASSEMBLY
	� For narrow aisles
	� With sufficient ceiling 
height
	� Wide beam

WALL MOUNTING
	� Low ceiling heights
	� Asymmetrical beam pattern

	� Low ceiling height
	� Wide aisles
	� Wide beam

REFERENCES

PATMOS  For product details see p. 35

ASSEMBLIES

	� Dimensions in length and width according  
to customer requirement
	� IK 10
	� Anti-graffiti protection
	� Flush ceiling & wall mounting
	� Recessed luminaire
	� Homogeneous light distribution and  
low surface luminance

PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM

	� BVG
	� DB

	� CFL
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OVERPASS

TUBIS

TUBIS  For product details see p. 36, 37, 38

	� Extremely weatherproof and UV-stable  
(PRACHTOPAL®)
	� Ingress protection: IP66/68/x9K
	� Suitable for unprotected outdoor areas
	� Suitable for dynamic pressure and wind load, 
optimized for placement in the pit

	� Resistant to oil, diesel, acids, alkalis, etc.
	� Individual XLS solutions
	� DB listed

REFERENCES
	� Gare Schifflange (Luxembourg)
	� CFL PRACHT.COM/TENDERTEXT

+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM
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WORKSHOP

APOLLO  For product details see p. 22 TUBIS  For product details see p. 36, 37, 38

	� Variable light distribution due to  
swiveling reflectors

	� Robust against oil, diesel, acids, alkalis, etc.
	� Impact resistant reflectors made of 
PRACHTOPAL®

	� DB listed
	� ENEC

	� Extremely weatherproof and UV-stable  
(PRACHTOPAL®)
	� Ingress protection: IP66/68/x9K
	� Suitable for unprotected outdoor areas
	� Suitable for dynamic pressure and wind 
load, optimized for placement in the pit

	� Resistant to oil, diesel, acids, alkalis, etc.
	� Individual XLS solutions
	� DB listed

REFERENCES
	� RET Netherlands

	� DB

	� SWG

	� VGF, Frankfurt

	� LVB, Leipzig

	� SBB

TUBIS

TUBIS
APOLLO

APOLLO

PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM
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DISTRIBUTION LEVEL

BERNINA  For product details see p. 26 KATLA  For product details see p. 30, 31, 32

TAUNUS  For product details see p. 44

	� Luminaire in a flat and curved design
	� Perfect illumination of the platform
	� Homogeneous light distribution
	� Very efficient and low maintenance
	� Easy switch to LED through 1:1 replacement

	� Stylish, minimalist design
	� REMADE IN GERMANY
	� Ceiling brightening
	� ENEC
	� Compact & robust, optional with motion 
detector

	� Optimized for ceiling installation as  
in panel ceilings (module 100)
	� Optional with ceiling mounting frame
	� Flexible length configuration
	� No sedimentation areas
	� ENEC

TROJA  For product details see p. 40, 42

	� Vandalism-proof
	� 100 Joule, IK10
	� DB listed
	� ENEC
	� Optional with media duct

TROJA
TAUNUS

BERNINA
KATLA KATLA

REFERENCES
PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM

	� VFG
	� BVG

	� ÜSTRA
	� KVG

	� DB
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TUBIS

TUNNELS

TUBIS  For product details see p. 36, 37, 38

	� Extremely weatherproof and UV-stable  
(PRACHTOPAL®)
	� Ingress protection: IP66/68/x9K
	� Suitable for unprotected outdoor areas
	� Suitable for dynamic pressure and wind load, 
optimized for placement in the pit

	� Resistant to oil, diesel, acids, alkalis, etc.
	� Individual XLS solutions
	� DB listed

REFERENCES
PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM

	� VGF
	� KVB

	� SSB
	� SBB
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LUNA  For product details see p. 33, 34, 35

	� Classic diffuser luminaire
	� Easy maintenance
	� Optimum price-performance ratio
	� Center and lateral power supply
	� ENEC

KATLA

LUNA

REFERENCES

PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM

UTILITY ROOMS

	� BVG
	� VFG
	� SWG

	�  KVB
	�  SSB

KATLA  For product details see p. 30, 31, 32

	� Stylish, minimalist design
	� REMADE IN GERMANY
	� Ceiling brightening
	� ENEC
	� Compact & robust, optional with motion 
detector
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WE ALREADY PUT THE FIRST FOOT  
FORWARD BEYOND MOBILITY
Good lighting creates confidence. Light provides 

security and makes the goal become tangible. 

At the very beginning. Even in the Park-and- 

Ride zone people move in bright light. At drive- 

ways, in parking garages, in stairwells and in 

aisles. Lighting accompanies the travellers: 

In corridors, waiting halls, waiting rooms. In roofed 

waiting areas, on overground and underground 

platforms. PRACHT luminaires are point the  

direction in railway tunnels, they lead the way 

in escape tunnels. Good lighting is the guidance 

in station buildings.

At the entrance area of the shopping mall, in the 

nearby logistics and service area. Lighting for 

the entire technical infrastructure. For safety, 

comfort and well-being of passengers,offering 

also protection against vandalism. For optimized 

working conditions of the employees, especially 

here homogeneity of lighting is decisive. Lighting 

by PRACHT in best quality for each of us. Work 

safely. Arrive at your destination in safety.
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CAR PARKS

LUNA  For product details see p. 33, 34, 35

	� Classic diffuser luminaire
	� Easy maintenance
	� Optimum price-performance ratio
	� Center and lateral power supply
	� ENEC

	� Munich Airport
	� Car Park Marburg 
	� Equensworldline Center Frankfurt
	� Zurbrüggen, Bielefeld 

REFERENCES

KATLA

LUNA

PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM

KATLA  For product details see p. 30, 31, 32

	� Stylish, minimalist design
	� REMADE IN GERMANY
	� Ceiling brightening
	� ENEC
	� Compact & robust, optional with motion 
detector
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	� Variable light distribution due to  
swiveling reflectors

	� Robust against oil, diesel, acids, alkalis, etc.
	� Impact resistant reflectors made of PRACHTOPAL®

	� DB listed
	� ENEC

	� Classic diffuser luminaire
	� Easy maintenance
	� Optimum price-performance ratio
	� Center and lateral power supply
	� ENEC

	� Excellent glare control UGR partly <19
	� Single point mounting
	� Incl. 1m connection line
	� Narrow beam radiator with integrated driver
	� DALI & CASAMBI capable

BUS DEPOT

APOLLO  For product details see p. 22

LUNA  For product details see p. 33, 34, 35 COMO  For product details see p. 28, 29

COMO LUNA

KATLA

APOLLO

PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.com

KATLA  For product details see p. 30, 31, 32

	� Stylish, minimalist design
	� REMADE IN GERMANY
	� Ceiling brightening
	� ENEC
	� Compact & robust, optional with motion 
detector

REFERENCES

More at PRACHT.COM

	� SSB
	� SWG

	� HLB
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BERNINA
TAUNUS
APOLLO
TUBIS

BUS TERMINAL

BERNINA  For product details see p. 26

APOLLO  For product details see p. 22 TUBIS  For product details see p. 36, 37, 38

TAUNUS  For product details see p. 44

	� Luminaire in a flat and curved design
	� Perfect illumination of the platform
	� Homogeneous light distribution
	� Very efficient and low maintenance
	� Easy switch to LED through 1:1 replacement

	� Variable light distribution due to  
swiveling reflectors

	� Robust against oil, diesel, acids, alkalis, etc.
	� Impact resistant reflectors made of PRACHTOPAL®

	� DB listed
	� ENEC

	� Extremely weatherproof and UV-stable  
(PRACHTOPAL®)
	� Ingress protection: IP66/68/x9K
	� Suitable for unprotected outdoor areas
	� Suitable for dynamic pressure and wind 
load, optimized for placement in the pit

	� Resistant to oil, diesel, acids, alkalis, etc.
	� Individual XLS solutions
	� DB listed

	� Optimized for ceiling installation as  
in panel ceilings (module 100)
	� Optional with ceiling mounting frame
	� Flexible length configuration
	� No sedimentation areas
	� ENEC

	� High Railway Hamburg

REFERENCES
PRACHT.COM/TENDERTEXT
+49 64 66 / 91 40-0 | cityline@pracht.comMore at PRACHT.COM
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Sensors, mass control, guidance systems, safety 
for technology, clients and employees are just 
a few typical applications of the PRACHT IoT 
solution, which has been designed for modern 
transport services and infrastructures.
PRACHT provides secure and flexible smart  
solutions as a new installation or as an  

addition to existing systems - each individually 
and customizable.
Initial investments are minimized by utilizing 
existing lighting infrastructure as a network.

Phone +49 6466/9140-0 | welcome@pracht.com 

PRACHT INTELLIGENCE
COMPLEX IoT SOLUTIONS



EXAMPLE: 
FULL MESHED VERSION EXAMPLE: MASTER-SLAVE

Casambi is an intelligent light control techno-
logy based on Bluetooth Low Energy. The meshed 
network technique with up to 127 connected nodes 
provides a powerful and individually scalable 
lighting control system. 

The administration takes place via smartphone 
app and can also be addressed externally and 
operated via remote access.

Phone +49 6466/9140-0 | cityline@pracht.com

CONNECTED BY CASAMBI
SMART LIGHT CONTROL WITH PRACHT

ADMINISTRATION
VIA

SMARTPHONE APP

EXTERNALLY CONTROLLABLE

MESH-NETWORK

LARGE RANGE
LOW POWER CONSUMPTION

BLUETOOTH LOW ENERGY
OPTIONAL FIXED FREQUENCY

FREQUENCY HOPPING IN THE 2,4 GHZ RANGE

21
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APOLLO
HOUSING Fully sealed housing made of white, glass fiber reinforced polyester,
hardly flammable, substantially acid and alkali resistant.

LAMP COVER With parabolic mirror reflector, swivelling, made of PRACHTOPAL® (impact resistant),
or clear PMMA (deep 30°).

SEALS Short, ageing resistant silicone seals.
ELECTRICAL COMPONENTS Thermic decoupled high performance LEDs and converters. Converter is available 
as a tool-free quick exchange.

INSTALLATION Variable mounting points due to PRACHT-CLIP-SYSTEM made of stainless steel. Suitable for 
ceiling, pendant and horizontal wall mounting. Optionally available as a recessed version.

FIELDS OF APPLICATION Industrial, maintenance and production halls, logistic centers, cold storage 
facilities, workshops.

100.000 h 
LIFETIME

YEAR 
WARRANTY

PRALUX
MIRROR TECHNOLOGY

FROM -25 °C TO +45 °C
DEPENDING ON MODEL

IP65

APOLLO N LED DB    With one or two reflectors (180° swiveling), Ra > 90, color temperature 4000 K, Ta: -25°C ... +45°C, surge protection.

Power
Luminous 
flux Length Weight

without inrush current limiter P/N
Wide 90°                                      Medium 65°

with inrush current limiter P/N
Wide 90°                                      Medium 65°

1x40 W 3600 lm 1242 mm 3,0 kg 7504589wPR3890 7504589mPR3890 7504539wPR3890 7504539mPR3890
1x48 W 4500 lm 1542 mm 3,0 kg 7504580wPR3890 7504580mPR3890 7504530wPR3890 7504530mPR3890
2x40 W 7200 lm 1242 mm 4,5 kg – 7504599mPR3890 – 7504549mPR3890
2x48 W 9000 lm 1542 mm 4,5 kg – 7504590mPR3890 – 7504540mPR3890

ENERGY

EFFICIENCY

CLASS

A++

PROTECTION CLASS II
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Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight
1x20 W   2600 lm 93 * 0614w 93 * 0614m 93 * 0614n 93 * 1614d 2,7 kg
1x25 W   3700 lm 93 * 0624w 93 * 0624m 93 * 0624n 93 * 1624d 2,7 kg
1x33 W   4800 lm 93 * 0634w 93 * 0634m 93 * 0634n 93 * 1634d 2,7 kg
1x40 W   5800 lm 93 * 0644w 93 * 0644m 93 * 0644n 93 * 1644d 2,7 kg
1x55 W   8100 lm 93 * 0714w 93 * 0714m 93 * 0714n 93 * 1714d 2,7 kg
1x20 W   2600 lm 93 * 0619w 93 * 0619m 93 * 0619n 93 * 1619d 2,7 kg
1x25 W   3700 lm 93 * 0629w 93 * 0629m 93 * 0629n 93 * 1629d 2,7 kg
1x33 W   4800 lm 93 * 0639w 93 * 0639m 93 * 0639n 93 * 1639d 2,7 kg
1x40 W   5800 lm 93 * 0649w 93 * 0649m 93 * 0649n 93 * 1649d 2,7 kg
1x55 W   8100 lm 93 * 0719w 93 * 0719m 93 * 0719n 93 * 1719d 2,7 kg

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight
1x33 W   4700 lm 93 * 0625w 93 * 0625m 93 * 0625n 93 * 1625d 3,1 kg
1x41 W   6000 lm 93 * 0635w 93 * 0635m 93 * 0635n 93 * 1635d 3,1 kg
1x49 W   7200 lm 93 * 0645w 93 * 0645m 93 * 0645n 93 * 1645d 3,1 kg
1x67 W 10200 lm 93 * 0715w 93 * 0715m 93 * 0715n 93 * 1715d 3,1 kg
1x81 W 12500 lm 93 * 0735w 93 * 0735m 93 * 0735n 93 * 1735d 3,1 kg
1x33 W   4700 lm 93 * 0620w 93 * 0620m 93 * 0620n 93 * 1620d 3,1 kg
1x41 W   6000 lm 93 * 0630w 93 * 0630m 93 * 0630n 93 * 1630d 3,1 kg
1x49 W   7200 lm 93 * 0640w 93 * 0640m 93 * 0640n 93 * 1640d 3,1 kg
1x67 W 10200 lm 93 * 0710w 93 * 0710m 93 * 0710n 93 * 1710d 3,1 kg
1x81 W 12500 lm 93 * 0730w 93 * 0730m 93 * 0730n 93 * 1730d 3,1 kg

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight
2x20 W   5200 lm 93 * 0664w 93 * 0664m 93 * 0664n 93 * 1664d 4,4 kg
2x25 W   7400 lm 93 * 0674w 93 * 0674m 93 * 0674n 93 * 1674d 4,4 kg
2x33 W   9600 lm 93 * 0684w 93 * 0684m 93 * 0684n 93 * 1684d 4,4 kg
2x40 W 11600 lm 93 * 0694w 93 * 0694m 93 * 0694n 93 * 1694d 4,4 kg
2x55 W 16200 lm 93 * 0764w 93 * 0764m 93 * 0764n 93 * 1764d 4,4 kg
2x20 W   5200 lm 93 * 0669w 93 * 0669m 93 * 0669n 93 * 1669d 4,4 kg
2x25 W   7400 lm 93 * 0679w 93 * 0679m 93 * 0679n 93 * 1679d 4,4 kg
2x33 W   9600 lm 93 * 0689w 93 * 0689m 93 * 0689n 93 * 1689d 4,4 kg
2x40 W 11600 lm 93 * 0699w 93 * 0699m 93 * 0699n 93 * 1699d 4,4 kg
2x55 W 16200 lm 93 * 0769w 93 * 0769m 93 * 0769n 93 * 1769d 4,4 kg

With one reflector (180° swiveling), 1260 mm lenght, Ra > 80, color temperature 4000 K, Ta: -25°C ... +45°C.

With two reflectors (each 160° swiveling), 1260 mm lenght, Ra > 80, color temperature 4000 K, Ta: -20°C ... +40°C.

With one reflector (180° swiveling), 1560 mm lenght, Ra > 80, color temperature 4000 K, Ta: -25°C ... +45°C.

APOLLO G2 SKII   

APOLLO G2 SKII   

APOLLO G2 SKII   

APOLLO G2 SKII   With two reflectors (each 160° swiveling), 1560 mm lenght, Ra > 80, color temperature 4000 K, Ta: -20°C ... +40°C.
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Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight
2x33 W   9400 lm 93 * 0675w 93 * 0675m 93 * 0675n 93 * 1675d 4,7 kg
2x41 W 12000 lm 93 * 0685w 93 * 0685m 93 * 0685n 93 * 1685d 4,7 kg
2x49 W 14400 lm 93 * 0695w 93 * 0695m 93 * 0695n 93 * 1695d 4,7 kg
2x67 W 20400 lm 93 * 0765w 93 * 0765m 93 * 0765n 93 * 1765d 4,7 kg
2x81 W 25000 lm 93 * 0785w 93 * 0785m 93 * 0785n 93 * 1785d 4,7 kg
2x33 W   9400 lm 93 * 0670w 93 * 0670m 93 * 0670n 93 * 1670d 4,7 kg
2x41 W 12000 lm 93 * 0680w 93 * 0680m 93 * 0680n 93 * 1680d 4,7 kg
2x49 W 14400 lm 93 * 0690w 93 * 0690m 93 * 0690n 93 * 1690d 4,7 kg
2x67 W 20400 lm 93 * 0760w 93 * 0760m 93 * 0760n 93 * 1760d 4,7 kg
2x81 W 25000 lm 93 * 0780w 93 * 0780m 93 * 0780n 93 * 1780d 4,7 kg



NOTE Please replace the asterisk * with
the needed digit to complete the P/N!
OTHER LIGHT COLORS AVAILABLE ON REQUEST.
20W - 49W = 827, 830, 850, 865, 930, 940
55W - 81W = 830, 850, 865

Just add the light color code to P/N.
Example: 2x33W wide 90° without through-wiring/with 5000K Ra>80: 9300175w850

Light colors differing from standard require longer delivery times.
Photometric data is based on light color 840.

Without through-wiring
2x1,5 mm²; for DALI 2x1,5 mm² + 2x1,5 mm²
2x2,5 mm²; for DALI 2x2,5 mm² + 2x1,5 mm²
3x1,5 mm²; for DALI 3x1,5 mm² + 2x1,5 mm²
3x2,5 mm²; for DALI 3x2,5 mm² + 2x1,5 mm²
4x1,5 mm²; for DALI 4x1,5 mm² + 2x1,5 mm²
4x2,5 mm²; for DALI 4x2,5 mm² + 2x1,5 mm²
5x1,5 mm²; for DALI 5x1,5 mm² + 2x1,5 mm²
5x2,5 mm²; for DALI 5x2,5 mm² + 2x1,5 mm²

* = 0
* = 1
* = 2
* = 3
* = 4
* = 5
* = 6
* = 7
* = 8

COMPLEMENTARY CODES
FOR THROUGH-WIRING Digit
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Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight Temperature
1x29 W   4700 lm 93 * 0815w 93 * 0815m 93 * 0815n 93 * 1815d 3,1 kg -45° bis +65° C
1x38 W   6000 lm 93 * 0825w 93 * 0825m 93 * 0825n 93 * 1825d 3,1 kg -45° bis +65° C
1x46 W   7200 lm 93 * 0835w 93 * 0835m 93 * 0835n 93 * 1835d 3,1 kg -45° bis +60° C
1x70 W 10200 lm 93 * 0845w 93 * 0845m 93 * 0845n 93 * 1845d 3,1 kg -45° bis +50° C
1x83 W 12500 lm 93 * 0855w 93 * 0855m 93 * 0855n 93 * 1855d 3,1 kg -45° bis +50° C
1x29 W   4700 lm 93 * 0810w 93 * 0810m 93 * 0810n 93 * 1810d 3,1 kg -45° bis +65° C
1x38 W   6000 lm 93 * 0820w 93 * 0820m 93 * 0820n 93 * 1820d 3,1 kg -45° bis +65° C
1x46 W   7200 lm 93 * 0830w 93 * 0830m 93 * 0830n 93 * 1830d 3,1 kg -45° bis +60° C
1x70 W 10200 lm 93 * 0840w 93 * 0840m 93 * 0840n 93 * 1840d 3,1 kg -45° bis +50° C
1x83 W 12500 lm 93 * 0850w 93 * 0850m 93 * 0850n 93 * 1850d 3,1 kg -45° bis +50° C

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight Temperature
2x21 W   7400 lm 93 * 0864w 93 * 0864m 93 * 0864n 93 * 1864d 3,7 kg -45° bis +65° C
2x31 W   9600 lm 93 * 0874w 93 * 0874m 93 * 0874n 93 * 1874d 3,7 kg -45° bis +60° C
2x38 W 11600 lm 93 * 0884w 93 * 0884m 93 * 0884n 93 * 1884d 3,7 kg -45° bis +60° C
2x55 W 16200 lm 93 * 0894w 93 * 0894m 93 * 0894n 93 * 1894d 3,7 kg -45° bis +50° C
2x21 W   7400 lm 93 * 0869w 93 * 0869m 93 * 0869n 93 * 1869d 3,7 kg -45° bis +65° C
2x31 W   9600 lm 93 * 0879w 93 * 0879m 93 * 0879n 93 * 1879d 3,7 kg -45° bis +60° C
2x38 W 11600 lm 93 * 0889w 93 * 0889m 93 * 0889n 93 * 1889d 3,7 kg -45° bis +60° C
2x55 W 16200 lm 93 * 0899w 93 * 0899m 93 * 0899n 93 * 1899d 3,7 kg -45° bis +50° C

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight Temperature
2x29 W   9400 lm 93 * 0865w 93 * 0865m 93 * 0865n 93 * 1865d 4,2 kg -45° bis +65° C
2x38 W 12000 lm 93 * 0875w 93 * 0875m 93 * 0875n 93 * 1875d 4,2 kg -45° bis +60° C
2x46 W 14400 lm 93 * 0885w 93 * 0885m 93 * 0885n 93 * 1885d 4,2 kg -45° bis +55° C
2x70 W 20400 lm 93 * 0895w 93 * 0895m 93 * 0895n 93 * 1895d 4,2 kg -45° bis +50° C
2x83 W 25000 lm 93 * 0805w 93 * 0805m 93 * 0805n 93 * 1805d 4,2 kg -45° bis +50° C
2x29 W   9400 lm 93 * 0869w 93 * 0860m 93 * 0860n 93 * 1860d 4,2 kg -45° bis +65° C
2x38 W 12000 lm 93 * 0870w 93 * 0870m 93 * 0870n 93 * 1870d 4,2 kg -45° bis +60° C
2x46 W 14400 lm 93 * 0880w 93 * 0880m 93 * 0880n 93 * 1880d 4,2 kg -45° bis +55° C
2x70 W 20400 lm 93 * 0890w 93 * 0890m 93 * 0890n 93 * 1890d 4,2 kg -45° bis +50° C
2x83 W 25000 lm 93 * 0800w 93 * 0800m 93 * 0800n 93 * 1800d 4,2 kg -45° bis +50° C
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APOLLO G2 INDUSTRY SKII   With one reflector (180° swiveling), 1260 mm lenght, Ra > 80, color temperature 4000K, from -45° to +65°C.

APOLLO G2 INDUSTRY SKII   With one reflector (180° swiveling), 1560 mm lenght, Ra > 80, color temperature 4000K, from -45° to +65°C.

APOLLO G2 INDUSTRY SKII   With two reflectors (each 160° swiveling), 1260 mm lenght, Ra > 80, color temperature 4000K, from -45° to +65°C.

APOLLO G2 INDUSTRY SKII   With two reflectors (each 160° swiveling), 1560 mm lenght, Ra > 80, color temperature 4000 K, from -45° to +65°C.

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight Temperature
1x21 W   3700 lm 93 * 0814w 93 * 0814m 93 * 0814n 93 * 1814d 2,7 kg -45° bis +65° C
1x31 W   4800 lm 93 * 0824w 93 * 0824m 93 * 0824n 93 * 1824d 2,7 kg -45° bis +65° C
1x38 W   5800 lm 93 * 0834w 93 * 0834m 93 * 0834n 93 * 1834d 2,7 kg -45° bis +60° C
1x55 W   8100 lm 93 * 0844w 93 * 0844m 93 * 0844n 93 * 1844d 2,7 kg -45° bis +55° C
1x21 W   3700 lm 93 * 0819w 93 * 0819m 93 * 0819n 93 * 1819d 2,7 kg -45° bis +65° C
1x31 W   4800 lm 93 * 0829w 93 * 0829m 93 * 0829n 93 * 1829d 2,7 kg -45° bis +65° C
1x38 W   5800 lm 93 * 0839w 93 * 0839m 93 * 0839n 93 * 1839d 2,7 kg -45° bis +60° C
1x55 W   8100 lm 93 * 0849w 93 * 0849m 93 * 0849n 93 * 1849d 2,7 kg -45° bis +55° C
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CONFIGURATION OF THROUGH-WIRING  
AND LIGHT COLORS

EXAMPLE: APOLLO G2    

1

2

(Beam angle 90°, 2x1,5mm² TW, light color 827)

Add through-wiring to part number (Beam angle 90°, 2x1,5mm² DV)

Change light color (Beam angle 90°, 2x1,5mm² TW, light color 827)

Select the P/N according to the required beam angle (Wide 90°, Medium 80° or Deep 60°).

Add a changed light color by appending the light color code to the P/N.

Complete a required through-wiring by replacing the asterisk with the corresponding digit.

Power Luminous flux Wide 90° Medium 80° Deep 60° Narrow 30° Weight
1x20 W   2600 lm 93 * 0614w 93 * 0614m 93 * 0614n 93 * 1614d 2,7 kg

93 1 0614w

93 1 0614w 827

Ra= 80       2700 K

Without through-wiring
2x1,5 mm²; for DALI 2x1,5 mm² + 2x1,5 mm²
2x2,5 mm²; for DALI 2x2,5 mm² + 2x1,5 mm²
3x1,5 mm²; for DALI 3x1,5 mm² + 2x1,5 mm²
3x2,5 mm²; for DALI 3x2,5 mm² + 2x1,5 mm²
4x1,5 mm²; for DALI 4x1,5 mm² + 2x1,5 mm²
4x2,5 mm²; for DALI 4x2,5 mm² + 2x1,5 mm²
5x1,5 mm²; for DALI 5x1,5 mm² + 2x1,5 mm²
5x2,5 mm²; for DALI 5x2,5 mm² + 2x1,5 mm²

COMPLEMENTARY CODES
FOR THROUGH-WIRING

* = 0
* = 1
* = 2
* = 3
* = 4
* = 5
* = 6
* = 7
* = 8

Digit

OTHER LIGHT COLORS AVAILABLE ON REQUEST.
20W-49W = 827, 830, 850, 865, 930, 940
55W - 81W = 830, 850, 865



NOTE Please replace the asterisk * with
the needed digit to complete the P/N!

OTHER LIGHT COLORS AVAILABLE ON REQUEST.
930, 950
827, 830, 840, 850, 865 Performance data differing.

Just add the light color code to P/N.
Example: 2x33W wide 90° without through-wiring/with 5000K Ra>80: 9300175w850

Light colors differing from standard require longer delivery times.
Photometric data is based on light color 840.

Without through-wiring
2x1,5 mm²; for DALI 2x1,5 mm² + 2x1,5 mm²
2x2,5 mm²; for DALI 2x2,5 mm² + 2x1,5 mm²
3x1,5 mm²; for DALI 3x1,5 mm² + 2x1,5 mm²
3x2,5 mm²; for DALI 3x2,5 mm² + 2x1,5 mm²
4x1,5 mm²; for DALI 4x1,5 mm² + 2x1,5 mm²
4x2,5 mm²; for DALI 4x2,5 mm² + 2x1,5 mm²
5x1,5 mm²; for DALI 5x1,5 mm² + 2x1,5 mm²
5x2,5 mm²; for DALI 5x2,5 mm² + 2x1,5 mm²

* = 0
* = 1
* = 2
* = 3
* = 4
* = 5
* = 6
* = 7
* = 8

COMPLEMENTARY CODES
FOR THROUGH-WIRING Digit
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BERNINA

FROM -20 °C TO +40 °C
DEPENDING ON MODEL

UP TO 100.000 h 
LIFETIME

HOUSING Polyester, white, glass fibre reinforced, substantially acid and alkali resistant.
LAMP COVER PRACHTOPAL® or polycarbonate (impact resistant).
SEALS Short, ageing resistant silicone seals.
ELECTRICAL COMPONENTS High performance LED, internal converter.
INSTALLATION Variable mounting points through PRACHT-CLAMP-SYSTEM made of stainless steel. 
Suitable as surface mounted or recessed luminaire, pendant and horizontal wall mounting.

MEDIA CHANNEL Ceiling, pendant, wall and corner mounting.
FIELDS OF APPLICATION Transport services, underpasses, low-ceiling rooms, panelled ceilings 
Module 100, car parks, canopies, platforms, tubular lighting systems.

PRALUX
MIRROR TECHNOLOGY LED

PROTECTION CLASS II

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY
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BERNINA F    Flat covering - PC (Polycarbonat), wide 90°, Ra > 90, color temperature 4000K, from -20° to +40° C.

BERNINA R    Rounded covering - PO (PRACHTOPAL® ) wide 105°, Ra > 90, color temperature 4000K, from -20° to +40° C.

without inrush current limiter with inrush current limiter + add. surge protection
Power Luminous flux Length Weight P/N P/N
1x19 W 1800 lm   714 mm 4,6 kg 70*6612 70*6812
1x27 W 2700 lm   714 mm 4,6 kg 70*6632 70*6832
1x32 W 3400 lm 1274 mm 6,4 kg 70*6614 70*6814
1x41 W 4500 lm 1574 mm 7,4 kg 70*6615 70*6815
1x44 W 4700 lm 1274 mm 6,4 kg 70*6624 70*6824
1x52 W 5400 lm 1274 mm 6,4 kg 70*6634 70*6834
1x53 W 5700 lm 1574 mm 7,4 kg 70*6625 70*6825
1x63 W 6700 lm 1574 mm 7,4 kg 70*6635 70*6835
1x67 W 6900 lm 1274 mm 6,4 kg 70*6654 70*6854
1x68 W 7200 lm 1574 mm 7,4 kg 70*6655 70*6855
1x19 W 1800 lm   714 mm 4,6 kg 70*6617 70*6817
1x27 W 2700 lm   714 mm 4,6 kg 70*6637 70*6837
1x32 W 3400 lm 1274 mm 6,4 kg 70*6619 70*6819
1x41 W 4500 lm 1574 mm 7,4 kg 70*6610 70*6810
1x44 W 4700 lm 1274 mm 6,4 kg 70*6629 70*6829
1x52 W 5400 lm 1274 mm 6,4 kg 70*6639 70*6839
1x53 W 5700 lm 1574 mm 7,4 kg 70*6620 70*6820
1x63 W 6700 lm 1574 mm 7,4 kg 70*6630 70*6830
1x67 W 6900 lm 1274 mm 6,4 kg 70*6659 70*6859
1x68 W 7200 lm 1574 mm 7,4 kg 70*6650 70*6850

without inrush current limiter with inrush current limiter + add. surge protection
Power Luminous flux Length Weight P/N P/N
1x16 W 1800 lm   714 mm 4,6 kg 70*3612 70*3812
1x22 W 2700 lm   714 mm 4,6 kg 70*3632 70*3832
1x24 W 3400 lm 1274 mm 6,4 kg 70*3614 70*3814
1x34 W 4500 lm 1574 mm 7,4 kg 70*3615 70*3815
1x34 W 4700 lm 1274 mm 6,4 kg 70*3624 70*3824
1x41 W 5700 lm 1574 mm 7,4 kg 70*3625 70*3825
1x42 W 5400 lm 1274 mm 6,4 kg 70*3634 70*3834
1x49 W 6700 lm 1574 mm 7,4 kg 70*3635 70*3835
1x53 W 7200 lm 1574 mm 7,4 kg 70*3655 70*3855
1x54 W 6900 lm 1274 mm 6,4 kg 70*3654 70*3854
1x16 W 1800 lm   714 mm 4,6 kg 70*3617 70*3817
1x22 W 2700 lm   714 mm 4,6 kg 70*3637 70*3837
1x24 W 3400 lm 1274 mm 6,4 kg 70*3619 70*3819
1x34 W 4500 lm 1574 mm 7,4 kg 70*3610 70*3810
1x34 W 4700 lm 1274 mm 6,4 kg 70*3629 70*3829
1x41 W 5700 lm 1574 mm 7,4 kg 70*3620 70*3820
1x42 W 5400 lm 1274 mm 6,4 kg 70*3639 70*3839
1x49 W 6700 lm 1574 mm 7,4 kg 70*3630 70*3830
1x53 W 7200 lm 1574 mm 7,4 kg 70*3650 70*3850
1x54 W 6900 lm 1274 mm 6,4 kg 70*3659 70*3859
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COMO PRO    PC (Polycarbonate), single luminaire, color temperature 4000 K, diameter 380 mm, Ra>80, EEC A++; IP65, Ta -40°C ... +50°C.
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COMO PRO    Covering PMMA, single luminaire, color temperature 4000 K, diameter 380 mm, Ra>80, EEC A++; IP65, Ta -40°C ... +50°C.

Model P/N Power Light distribution Luminous flux Weight
COMO PRO 150 96012221 1x150 W 100° wide 20500 lm 3,9 kg
COMO PRO 200 96011221 1x200 W 100° wide 27000 lm 4,0 kg
COMO PRO 150 96112221 1x150 W   60° medium 20500 lm 3,9 kg
COMO PRO 200 96111221 1x200 W   60° medium 27000 lm 4,0 kg
COMO PRO 150 96062221 1x150 W 100° wide 20500 lm 3,9 kg
COMO PRO 200 96061221 1x200 W 100° wide 27000 lm 4,0 kg
COMO PRO 150 96162221 1x150 W   60° medium 20500 lm 3,9 kg
COMO PRO 200 96161221 1x200 W   60° medium 27000 lm 4,0 kg
COMO PRO 200 96166221 1x200 W   60° medium 32000 lm 3,9 kg
COMO PRO 200 96066221 1x200 W 100° wide 32000 lm 4,0 kg

Model P/N Power Light distribution Luminous flux Weight
COMO PRO 150 96012121 1x150 W 100° wide 20500 lm 3,9 kg
COMO PRO 200 96011121 1x200 W 100° wide 27000 lm 4,0 kg
COMO PRO 150 96112121 1x150 W   60° medium 20500 lm 3,9 kg
COMO PRO 200 96111121 1x200 W   60° medium 27000 lm 4,0 kg
COMO PRO 150 96062121 1x150 W 100° wide 20500 lm 3,9 kg
COMO PRO 200 96061121 1x200 W 100° wide 27000 lm 4,0 kg
COMO PRO 150 96162121 1x150 W   60° medium 20500 lm 3,9 kg
COMO PRO 200 96161121 1x200 W   60° medium 27000 lm 4,0 kg
COMO PRO 200 96166121 1x200 W   60° medium 32000 lm 3,9 kg
COMO PRO 200 96066121 1x200 W 100° wide 32000 lm 4,0 kg

100.000 h
LIFETIME

FROM -40 °C 
TO +50 °C

IP65
ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY
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COMO PRO
HOUSING Aluminum white powder-coated.
LAMP COVER Polycarbonate (PC, impact-resistant).
SEALS Short, age-resistant silicone seals.
ELECTRICAL COMPONENTS High power LED, LED converter, with 1 meter connection line.
ASSEMBLY With suspension eyelet, optional accessory with bracket.
FIELDS OF APPLICATION Logistics centres, industrial facilities, cold stores.

Protection Class I
Ingress protection IP65
Dustproof, 220-240V 50/60 Hz * registered



COMO BL

150
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FROM -40 °C 
TO +50 °C

IP65

COMO BL    Single luminaire, color temperature 4000 K, Ra>80, EEC A++; IP65, Ta -40°C ... +50°C.

Item P/N Description
Bracket COMO BL 100 9600009 Wall and ceiling mounting bracket white COMO BL 100 
Bracket COMO BL/PRO 150/200 9600019 Wall and ceiling mounting bracket white COMO BL/PRO 150/200

ACCESSORIES

Model P/N Power Light distribution Luminous flux Weight
COMO BL 100 9600012 1x100 W 100° wide 13600 lm 2,4 kg
COMO BL 150 9600212 1x150 W 100° wide 20500 lm 3,9 kg

COMO BL 150 9610212 1x150 W   60° medium 20500 lm 3,9 kg
COMO BL 200 9600112 1x200 W 100° wide 27000 lm 4,0 kg

COMO BL 200 9610112 1x200 W   60° medium 27000 lm 4,0 kg

200

100

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY

50.000 h
LIFETIME



ALSO AVAILABLE 
IN REMADE
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HOUSING Translucent, impact resistant opalized housing made of one piece (shatter proof  
polycarbonate or NAWAROH®), endcaps made of PBT (shatter proof), NAWAROH® or REMADE.

SEALS Durable, short silicone seals (silicone free optionally available).
ELECTRICAL COMPONENTS High performance LED, LED converter.
INSTALLATION Variable mounting points due to PRACHT–CLIP-SYSTEM. Easy access power supply spaces.
FIELDS OF APPLICATION Depending on model: Parking decks, basements, factories, service-, 
logistics- and production centers, service pits, technical and utility rooms, unprotected 

outdoor areas.

KATLA

FROM -25 °C TO +45 °C
DEPENDING ON MODEL

UP TO 100.000 h 
LIFETIME

IP66

P/N Power Luminous flux Lenght Weight Through-wiring
9128123 1x23 W 2700 lm 1205 mm 1,1 kg 2x1,5 mm²
9128114 1x16 W 2000 lm 1465 mm 1,3 kg 2x1,5 mm²
9128124 1x30 W 3600 lm 1465 mm 1,3 kg 2x1,5 mm²
9128134 1x37 W 4300 lm 1465 mm 1,3 kg 2x1,5 mm²
9128115 1x20 W 2500 lm 1745 mm 1,5 kg 2x1,5 mm²
9128135 1x39 W 4600 lm 1745 mm 1,5 kg 2x1,5 mm²
9128128 1x23 W 2700 lm 1205 mm 1,1 kg 2x1,5 mm² + 2x1,5 mm²
9128119 1x16 W 2000 lm 1465 mm 1,3 kg 2x1,5 mm² + 2x1,5 mm²
9128129 1x30 W 3600 lm 1465 mm 1,3 kg 2x1,5 mm² + 2x1,5 mm²
9128139 1x37 W 4300 lm 1465 mm 1,3 kg 2x1,5 mm² + 2x1,5 mm²
9128110 1x20 W 2500 lm 1745 mm 1,5 kg 2x1,5 mm² + 2x1,5 mm²
9128130 1x39 W 4600 lm 1745 mm 1,5 kg 2x1,5 mm² + 2x1,5 mm²

KATLA SKII    Covering PC ( Polycarbonate, impact resistant), Ta -25°C…+45°C, Ra>90, 4000K, incl. 4kV transient protection, incl. TW.
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PROTECTION CLASS II

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY



The first luminaire using 100% recycled plastics. The housing consists of post-consumer and 
post-industrial waste. Not all plastics are bad at all. It is worth aiming to replace industri-
al plastics that have been proven over the years with recyclable sustainable plastics. Of course 
without compromising on quality and price. 

HOUSING Translucent, impact resistant opalized housing (PC Reciclat), endcaps made of REMADE  
(impact resistant).

SEALS Durable, short silicone seals. 
ELECTRICAL COMPONENTS High power LED, LED converter.
THROUGH-WIRING 3x1,5mm² installed ex works.
INSTALLATION Variable mounting distances and easy installation thanks to two spacious grid 
connection units.

FIELDS OF APPLICATION Parking decks, basements, factories, service-, logistics- and  
production centers, technical and utility rooms. 

IP66
ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY

FROM -25 °C 
TO +35 °C
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KATLA REMADE®

P/N Power Luminous flux Lenght Weight Through-wiring
9131121 1x23 W 2700 lm 1205 mm 1,2 kg 3x1,5 mm²
9131151 1x32 W 3600 lm 1465 mm 1,4 kg 3x1,5 mm²
9131161 1x38 W 4700 lm 1465 mm 1,5 kg 3x1,5 mm²
9131181 1x55 W 6500 lm 1745 mm 1,7 kg 3x1,5 mm²

KATLA REMADE    Opalized housing (impact resistant), Ta -20°C ... +35°C, 4000K.

RECYCLED
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KATLA BL
HOUSING Co-extruded polycarbonate, impact resistant, IK08.
SEALS Extremely short, ageing resistant silicone seals.
ELECTRICAL COMPONENTS High power LED, LED converter.
THROUGH-WIRING Including 3x1,5 mm² wiring ex works.
INSTALLATION Variable mounting distances with PRACHT-CLIP-SYSTEM.  
Suitable for ceiling and rail mounting.

FIELDS OF APPLICATION Parking garages, basements, workshops, 1:1 fluorescent light exchange.

Protection class I to EN 60598
Protection type IP65
AC/DC 220-240 V 50/60 Hz

IP65
INCL. TW
(3X1,5MM2)

FROM -20 °C 
TO +35 °C

Power Light distribution Luminous flux P/N Lenght Weight
1x23 W 120° wide 2800 lm 5231004 1240 mm 1,1 kg
1x45 W 120° wide 5400 lm 5231014 1240 mm 1,1 kg
1x34 W 120° wide 3800 lm 5231005 1540 mm 1,2 kg
1x54 W 120° wide 6500 lm 5231015 1540 mm 1,2 kg

KATLA BL     Single luminaire, color temperature 4000 K, Ra>80, IP65.

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY

50.000 h 
LIFETIME
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LUNA BL
HOUSING Polycarbonate, impact-resistant, IK08.
LAMP COVER Polycarbonate with integrated LED unit.
SEALS Ageing resistant silicone seals.
ELECTRICAL COMPONENTS High power LED, LED converter.
INSTALLATION Variable mounting distances with PRACHT-CLIP-SYSTEM. Suitable for ceilings, wall,
pendant and rail mounting.

FIELDS OF APPLICATION Parking garages, basements, workshops, 1:1 fluorescent light-exchange.

Power Light distribution Luminous flux P/N Lenght Weight
1x22 W 120° wide 2800 lm 5211004 1200 mm 1,8 kg

1x43 W 120° wide 5400 lm 5211014 1200 mm 1,8 kg
1x31 W 120° wide 3800 lm 5211005 1500 mm 2,1 kg
1x52 W 120° wide 6500 lm 5211015 1500 mm 2,1 kg

Through-wiring P/N
3x1,5mm² Set LUNA BL 1,2m, consisting of rigid conductors, Terminalblock one-sided 5552132
3x1,5mm² Set LUNA BL 1,5m, consisting of rigid conductors, Terminalblock one-sided 5552135
5x2,5mm² Set LUNA BL 1,2m, consisting of rigid conductors, Terminalblock 5552152
5x2,5mm² Set LUNA BL 1,5m, consisting of rigid conductors, Terminalblock 5552155

ACCESSORIES

LUNA BL    Single luminaire, color temperature 4000 K, Ra>80, IP65.

FROM -20 °C 
TO +35 °C

IP65

Protection class I to EN 60598
Protection type IP65
AC 220-240 V 50/60 Hz

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY

50.000 h
LIFETIME



P/N Power Luminous flux Length
XLS C Node
P/N

XLS C Master
P/N

5291104 1x22 W   2800 lm 1200 mm - -
5291105 1x27 W   3800 lm 1500 mm - -
5291114 1x38 W   5400 lm 1200 mm - -
5291115 1x46 W   6500 lm 1500 mm - -
5291135 1x75 W 11000 lm 1500 mm - -
5291109 1x22 W   2800 lm 1200 mm 5291109x00 5291109x01
5291100 1x27 W   3800 lm 1500 mm 5291100x00 5291100x01
5291119 1x38 W   5400 lm 1200 mm 5291119x00 5291119x01
5291110 1x46 W   6500 lm 1500 mm 5291110x00 5291110x01
5291130 1x75 W 11000 lm 1500 mm 5291130x00 5291130x01

Ra > 80, color temperature 4000 K, light distribution 120° wide beam, Ta: -20°C ... +35°C, with industry converter.LUNA PRO INDUSTRY    
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Model Description
LUNA PRO Long established on the market. The classic among the diffuser luminaires – for good reasons:

High quality, silicone sealing, versatile applications and adaptions. Now in a stylish design.
LUNA PRO INDUSTRY The classic, but more robust. Industry converter suitable for frequent and extreme transients.
LUNA PRO XLS C XLS C - Upgrade to a partly smart factory with CASAMBI extension. Whether as a single luminaire or DALI Master.

EMBODIMENT

34

LUNA PRO
HOUSING Polycarbonate, impact-resistant, IK08.
LAMP COVER Polycarbonate with integrated LED unit.
SEALS Ageing resistant silicone seals.
ELECTRICAL COMPONENTS MID-Power LEDs and LED-converter.
INSTALLATION Variable mounting distances with PRACHT-CLIP-SYSTEM.  
Suitable for ceiling and rail mounting.

FIELDS OF APPLICATION Parking garages, basements, workshops, 1:1 fluorescent light exchange.  
Logistics halls, storage areas, technical rooms. 

Protection class I
Protection type IP65
220–240V 50/60 Hz, *on basic type LUNA PRO ON/OFF

100.000 h
LIFETIME

FROM -20 °C 
TO +35 °C

IP65
ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY



Ra > 80, color temperature 4000 K, light distribution 120° wide beam, Ta: -20°C ... +35°C.LUNA PRO    
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P/N Power Luminous flux Length
XLS C Node
P/N

XLS C Master
P/N

5291004 1x22 W 2800 lm 1200 mm - -
5291005 1x31 W 3800 lm 1500 mm - -
5291014 1x43 W 5400 lm 1200 mm - -
5291015 1x52 W 6500 lm 1500 mm - -
5291009 1x22 W 2800 lm 1200 mm 5291009x00 5291009x01
5291000 1x31 W 3800 lm 1500 mm 5291000x00 5291000x01
5291019 1x43 W 5400 lm 1200 mm 5291019x00 5291019x01
5291010 1x52 W 6500 lm 1500 mm 5291010x00 5291010x01DI
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Through-wiring P/N
3x1,5 mm² Set LUNA PRO 1,2 m, consisting of rigid conductors, 1x3pol terminal block one-sided 5552132
3x1,5 mm² Set LUNA PRO 1,5 m, consisting of rigid conductors, 1x3pol terminal block one-sided 5552135
5x2,5 mm² Set LUNA PRO 1,2 m, consisting of rigid conductors, 2x5pol terminal block 5552152
5x2,5 mm² Set LUNA PRO 1,5 m, consisting of rigid conductors, 2x5pol terminal block 5552155

ACCESSORIES

NOTE OTHER LIGHT COLORS AVAILABLE ON REQUEST.

INSTALLATION OF EMERGENCY MODULES ON REQUEST.

830, 850, 865
Just add the light color code to P/N.
Example: 1x22W wide 120° without through-wiring/with 4000K Ra>80: 5291004 830
Photometric data is based on light color 840.

PATMOS

35

A recessed luminaire, customized and individually 
adapted to the assembly situation, available in 
PCI and PCII. 
For plain, flush and homogeneous integration into 
ceilings and walls the PATMOS N LED is the right 
decision. Suitable for efficient 1:1 exchange 
into existing openings or for use in new buildings.

Robust stainless steel housing, flush cei-
ling and wall mounting, optional anti-graffiti  
protection, flexible in length, width and depth.

Phone: +49 6466/9140-0 | cityline@pracht.com
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TUBIS BL
HOUSING PMMA-Blend round tube.
SEALS Extremely short, ageing resistant silicone seals.
ELECTRICAL COMPONENTS High power LED, LED converter.
INSTALLATION Variable mounting distances by PRACHT-CLAMP-SYSTEM. Suitable for ceiling, 
wall, pendant and rail mounting.

FIELDS OF APPLICATION Washing plants, wet rooms, workshops, unprotected outdoor areas,
agriculture (unlimited), acids, alkalis and oils containing environments.

Power Light distribution Luminous flux P/N Length Weight
1x24 W 135° wide 2800 lm 5240004 1310 mm 1,8 kg
1x45 W 135° wide 5400 lm 5240014 1310 mm 1,8 kg
1x32 W 135° wide 3800 lm 5240005 1610 mm 2,2 kg
1x54 W 135° wide 6500 lm 5240015 1610 mm 2,2 kg

TUBIS BL    Single luminaire, color temperature 4000 K, Ra>80, diameter 70 mm.

Protection class I to EN 60598
Protection type IP67/IP69K
AC/DC 220-240 V 50/60 Hz

INCL. TW
(3X1,5MM2)

FROM -20 °C 
TO +40 °C

IP67
IP69K

UNPROTECTED
OUTDOOR AREA

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY

50.000 h
LIFETIME
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TUBIS

PROTECTED
OUTDOOR AREA

DEPENDING ON MODEL
FROM -20 °C TO +40 °C

DEPENDING ON MODEL
UP TO 100.000 h 

LIFETIME

HOUSING Tubular housing Ø 90 mm, fully-sealed made out of PO (PRACHTOPAL®), PC (Polycarbonate, 
impact resistant), silicate glass, substantially resistant against acids and alkalis.

SEALS Short, ageing resistant silicone seals.
ELECTRICAL COMPONENTS High power LED and converter.
INSTALLATION Variable mounting distances by PRACHT-STAINLESS-STEEL-CLAMPS. 360° rotatable. 
Suitable for ceiling, pendant, horizontal and vertical wall mounting.

FIELDS OF APPLICATION Depending on model: Working and maintenance pits, unprotected outdoor 
areas, industrial and washing plants, areas with extremely high humidity.

TUBIS N LED    Light distribution = 125°, housing PO (PRACHTOPAL®, impact resistant), Ta -20°C …+35°C.

Power Luminous flux Length Weight
On/Off
P/N

DIM-DALI
P/N

1x16 W 2300 lm   700 mm 2,3 kg 72*3612 72*3617
1x20 W 2700 lm   700 mm 2,3 kg 72*3632 72*3637
1x32 W 4500 lm 1260 mm 3,5 kg 72*3614 72*3619
1x41 W 5400 lm 1260 mm 3,5 kg 72*3634 72*3639
1x41 W 5600 lm 1540 mm 4,0 kg 72*3615 72*3610
1x50 W 6700 lm 1540 mm 4,0 kg 72*3635 72*3630

NOTE Please replace the asterisk * with
the needed digit to complete the P/N!

COMPLEMENTARY CODES FOR THROUGH-WIRING Digit
Without through-wiring
Through-wiring 3x1,5 mm² = 10A
Through-wiring 5x2,5 mm² = 16A

* = 0
* = 3
* = 8

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY
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TUBIS LED INDUSTRY SKII   Covering PC (Polycarbonate), Ta -30°C …+50°C, 4000K, different light distribution curves available.

TUBIS LED INDUSTRY SKII   Covering PO (PRACHTOPAL®, impact resistant), Ta -30°C …+50°C, 4000K, different light distribution curves available. 

Power
Luminous 
flux Length Weight

LVK 135°
On/Off

LVK 95°
On/Off

LVK 65°
On/Off

LVK 135°
DIM-DALI

LVK 95°
DIM-DALI

LVK 65°
DIM-DALI

1x32 W 4300 lm 1260 mm 4,6 kg 7a*41624 7a*42624 7a*43624 7a*41629 7a*42629 7a*43629
1x40 W 5100 lm 1260 mm 4,6 kg 7a*41634 7a*42634 7a*43634 7a*41639 7a*42639 7a*43639
1x40 W 5400 lm 1540 mm 5,0 kg 7a*41625 7a*42625 7a*43625 7a*41620 7a*42620 7a*43620
1x47 W 5900 lm 1260 mm 4,6 kg 7a*41644 7a*42644 7a*43644 7a*41649 7a*42649 7a*43649
1x50 W 6400 lm 1540 mm 5,0 kg 7a*41635 7a*42635 7a*43635 7a*41630 7a*42630 7a*43630
1x59 W 7400 lm 1540 mm 5,0 kg 7a*41645 7a*42645 7a*43645 7a*41640 7a*42640 7a*43640
1x67 W 7900 lm 1260 mm 4,6 kg 7a*41654 7a*42654 7a*43654 7a*41659 7a*42659 7a*43659
1x83 W 9800 lm 1540 mm 5,0 kg 7a*41655 7a*42655 7a*43655 7a*41650 7a*42650 7a*43650

Power
Luminous 
flux Length Weight

LVK 125°
On/Off

LVK 100°
On/Off

LVK 80°
On/Off

LVK 125°
DIM-DALI

LVK 100°
DIM-DALI

LVK 80°
DIM-DALI

1x32 W   4600 lm 1260 mm 4,0 kg 7a*31624 7a*32624 7a*33624 7a*31629 7a*32629 7a*33629
1x40 W   5500 lm 1260 mm 4,0 kg 7a*31634 7a*32634 7a*33634 7a*31639 7a*32639 7a*33639
1x40 W   5800 lm 1540 mm 4,2 kg 7a*31625 7a*32625 7a*33625 7a*32620 7a*32620 7a*33620
1x47 W   6300 lm 1260 mm 4,0 kg 7a*31644 7a*32644 7a*33644 7a*31649 7a*32649 7a*33649
1x50 W   6900 lm 1540 mm 4,2 kg 7a*31635 7a*32635 7a*33635 7a*31630 7a*32630 7a*33630
1x59 W   7900 lm 1540 mm 4,2 kg 7a*31645 7a*32645 7a*33645 7a*31640 7a*32640 7a*33640
1x67 W   8400 lm 1260 mm 4,0 kg 7a*31654 7a*32654 7a*33654 7a*31659 7a*32659 7a*33659
1x83 W 10500 lm 1540 mm 4,2 kg 7a*31655 7a*32655 7a*33655 7a*31650 7a*32650 7a*33650

Covering PO (PRACHTOPAL®, impact resistant), Ta -30°C …+50°C, 4000K, different light distribution curves available.
 With additional surge protection and inrush current limiter.

Covering PC (Polycarbonate), Ta -30°C …+50°C, 4000K, different light distribution curves available.  
With additional surge protection and inrush current limiter.

TUBIS LED INDUSTRY SKII  

TUBIS LED INDUSTRY SKII    
Power

Luminous 
flux Length Weight

LVK 135°
On/Off

LVK 95°
On/Off

LVK 65°
On/Off

LVK 135°
DIM-DALI

LVK 95°
DIM-DALI

LVK 65°
DIM-DALI

1x32 W 4300 lm 1260 mm 4,6 kg 7a*41724 7a*42724 7a*43724 7a*41729 7a*42729 7a*43729
1x40 W 5100 lm 1260 mm 4,6 kg 7a*41734 7a*42734 7a*43734 7a*41739 7a*42739 7a*43739
1x40 W 5400 lm 1540 mm 5,0 kg 7a*41725 7a*42725 7a*43725 7a*41720 7a*42720 7a*43720
1x47 W 5900 lm 1260 mm 4,6 kg 7a*41744 7a*42744 7a*43744 7a*41749 7a*42749 7a*43749
1x50 W 6400 lm 1540 mm 5,0 kg 7a*41735 7a*42735 7a*43735 7a*41730 7a*42730 7a*43730
1x59 W 7400 lm 1540 mm 5,0 kg 7a*41745 7a*42745 7a*43745 7a*41740 7a*42740 7a*43740
1x67 W 7900 lm 1260 mm 4,6 kg 7a*41754 7a*42754 7a*43754 7a*41759 7a*42759 7a*43759
1x83 W 9800 lm 1540 mm 5,0 kg 7a*41755 7a*42755 7a*43755 7a*41750 7a*42750 7a*43750

Power
Luminous 
flux Length Weight

LVK 125°
On/Off

LVK 100°
On/Off

LVK 80°
On/Off

LVK 125°
DIM-DALI

LVK 100°
DIM-DALI

LVK 80°
DIM-DALI

1x32 W   4600 lm 1260 mm 4,0 kg 7a*31724 7a*32724 7a*33724 7a*31729 7a*32729 7a*33729
1x40 W   5500 lm 1260 mm 4,0 kg 7a*31734 7a*32734 7a*33734 7a*31739 7a*32739 7a*33739
1x40 W   5800 lm 1540 mm 4,2 kg 7a*31725 7a*32725 7a*33725 7a*32720 7a*32720 7a*33720
1x47 W   6300 lm 1260 mm 4,0 kg 7a*31744 7a*32744 7a*33744 7a*31749 7a*32749 7a*33749
1x50 W   6900 lm 1540 mm 4,2 kg 7a*31735 7a*32735 7a*33735 7a*31730 7a*32730 7a*33730
1x59 W   7900 lm 1540 mm 4,2 kg 7a*31745 7a*32745 7a*33745 7a*31740 7a*32740 7a*33740
1x67 W   8400 lm 1260 mm 4,0 kg 7a*31754 7a*32754 7a*33754 7a*31759 7a*32759 7a*33759
1x83 W 10500 lm 1540 mm 4,2 kg 7a*31755 7a*32755 7a*33755 7a*31750 7a*32750 7a*33750

TUBIS
PROTECTION CLASS II
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NOTE

HOUSING MADE OF SILICATE GLASS AND STAINLESS STEEL END CAPS AVAILABLE ON REQUEST.

COMPLEMENTARY CODES FOR THROUGH-WIRINGPlease replace the asterisk * with
the needed digit to complete the P/N! Without through-wiring

Through-wiring 3x1,5mm²; for DALI 3x1,5mm² + 2x1,5mm²
Through-wiring 3x2,5mm²; for DALI 3x2,5mm² + 2x1,5mm²
Through-wiring 5x1,5mm²
Through-wiring 5x2,5mm²

* = 0
* = 3
* = 4
* = 7
* = 8

Digit

ACCESSORIES    There is always a set of two point mounting clamps included. At least two clamps per luminaire are always required!

Description
1.4301 (V2A)
P/N

1.4571 (V4A)
P/N

1.4529 (chlorine resistant)
P/N

Two point mounting 0694038 0705040 0694138CH
Single point mounting, central fixing screw 0706041 0706139 0704045
Single point mounting, central fixing screw, lever release – 0704047 –
Single point mounting, central fixing screw, lever release , counterbalancing spring 0706037 – –
Pendant mounting 0698039 0704048 0704049
Pendant installation set (2 clamps), for pendulum mounting with 2m steel cable 0706040 – –

TUBIS DB    Light distribution = 125°, covering PO (PRACHTOPAL®, impact resistant), Ta -25°C …+45°C, 4000K, Ra > 90.

Power Luminous flux Length Weight
without inrush current limiter
P/N

with inrush current limiter
P/N

1x33 W 3400 lm 1260 mm 3,5 kg 7203379PR3890 7203329PR3890
1x39 W 3900 lm 1260 mm 3,5 kg 7203389PR3890 7203339PR3890
1x42 W 4200 lm 1540 mm 4,0 kg 7203370PR3890 7203320PR3890
1x49 W 4900 lm 1540 mm 4,0 kg 7203380PR3890 7203330PR3890

 Single point mounting
Counterbalancing spring

Pendant installation set
2 clamps with 2m steel cable

Pendant suspension

Two point mounting Single point mounting
Lever release

Single point mounting
Central fixing screw
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TROJA G2
HOUSING Flat, made of stable aluminum, white, powder coated, may be also coated with other 
colors (on request), vandalism protected, integrated ceiling/wall cable conduit. 

LAMP COVER Made of polycarbonate (PC, shatter proof), opalized, bordered in aluminium profi-
le frame, end caps made of die cast aluminum, optional Torx, Torx-TR (with pin) or individual 

safety lock.

SEALS Ageing resistant silicone seals.
INSTALLATION Process-safe assembly due to PRACHT EASY CONNECT (PEC) System - LED board is
integrated in lamp cover. Simple plugging for ESD protected mounting.

FIELDS OF APPLICATION Vandalism endangered areas, underpasses, public areas, traffic
installations, railway stations, prisons.

FROM -25°C TO +45°C
DEPENDING ON MODEL

UP TO 100.000 h 
LIFETIME LED

VANDALISM
PROTECTED, IK10+

Model Description
TROJA G2 The new TROJA generation. Now with PRACHT EASY CONNECT (PEC) System for fast, easy and safe mounting.

TROJA G2 MEDIA CHANNEL With comfortable mounting possibilities for overhead work. Safe laying and space for everything, from speakers to sensors
and even available with blind fields.

EMBODIMENT

PROTECTION CLASS II

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY
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Power
Luminous 
flux Length Weight

ON/OFF 110° 
P/N

DIM-DALI 110° 
P/N

ON/OFF ASYM 
P/N

DIM-DALI ASYM 
P/N

1x18 W 1800 lm   705 mm 4 kg 76*37121 76*37171 76*37126 76*37176
1x23 W 2200 lm   705 mm 4 kg 76*37221 76*37271 76*37226 76*37276
1x26 W 2600 lm   705 mm 4 kg 76*37321 76*37371 76*37326 76*37376
1x35 W 3300 lm   705 mm 4 kg 76*37521 76*37571 76*37526 76*37576
1x31 W 3300 lm 1261 mm 7 kg 76*37141 76*37191 76*37146 76*37196
1x43 W 4400 lm 1261 mm 7 kg 76*37241 76*37291 76*37246 76*37296
1x51 W 5100 lm 1261 mm 7 kg 76*37341 76*37391 76*37346 76*37396
1x65 W 6500 lm 1261 mm 7 kg 76*37541 76*37591 76*37546 76*37596
1x40 W 4300 lm 1561 mm 9 kg 76*37151 76*37101 76*37156 76*37106
1x52 W 5500 lm 1561 mm 9 kg 76*37251 76*37201 76*37256 76*37206
1x62 W 6400 lm 1561 mm 9 kg 76*37351 76*37301 76*37356 76*37306
1x66 W 7000 lm 1561 mm 9 kg 76*37551 76*37501 76*37556 76*37506

Version Light colors
Protection Class II Ra > 90: 3000K, 4000K (standard), 5000K

P/N Description
0601661 Corner mounting bracket 45° for luminaire Troja, RAL 9010, incl. accessories..

TROJA G2 ACCESSORIES

Power
Luminous 
flux Length Weight

ON/OFF 110° 
P/N 

DIM-DALI 110° 
P/N

ON/OFF ASYM 
P/N

DIM-DALI ASYM 
P/N

1x18 W 1800 lm   705 mm 4 kg 76*36121 76*36171 76*36126 76*36176
1x23 W 2200 lm   705 mm 4 kg 76*36221 76*36271 76*36226 76*36276
1x26 W 2600 lm   705 mm 4 kg 76*36321 76*36371 76*36326 76*36376
1x35 W 3300 lm   705 mm 4 kg 76*36521 76*36571 76*36526 76*36576
1x31 W 3300 lm 1261 mm 7 kg 76*36141 76*36191 76*36146 76*36196
1x43 W 4400 lm 1261 mm 7 kg 76*36241 76*36291 76*36246 76*36296
1x51 W 5100 lm 1261 mm 7 kg 76*36341 76*36391 76*36346 76*36396
1x65 W 6500 lm 1261 mm 7 kg 76*36541 76*36591 76*36546 76*36596
1x40 W 4300 lm 1561 mm 9 kg 76*36151 76*36101 76*36156 76*36106
1x52 W 5500 lm 1561 mm 9 kg 76*36251 76*36201 76*36256 76*36206
1x62 W 6400 lm 1561 mm 9 kg 76*36351 76*36301 76*36356 76*36306
1x66 W 7000 lm 1561 mm 9 kg 76*36551 76*36501 76*36556 76*36506

TROJA G2 SKII    4000K, Ra90, RAL9010, single luminaire suitable for mounting on media channel.

4000K,Ra90, RAL9010, single luminaire suitable for mounting on media channel. 
With additional surge protection and inrush current limiter.TROJA G2 SKII   

TROJA G2 LIGHT COLORS    Standard light colors 4000K for class I and class II. (Other light colors available on request.)

NOTE

Please replace the asterisk * with the needed
digit to complete the P/N.

Light colors differing from standard require longer delivery times. Photometric data is based on light color 840 for class I and 940 for class II.

Without through-wiring
2x1,5 mm²; for DALI 2x1,5 mm² + 2x1,5 mm²
2x2,5 mm²; for DALI 2x2,5 mm² + 2x1,5 mm²
4x1,5 mm²; for DALI 4x1,5 mm² + 2x1,5 mm²
4x2,5 mm²; for DALI 4x2,5 mm² + 2x1,5 mm²

SKII
* = 0
* = 1
* = 2
* = 5
* = 6

COMPLEMENTARY CODES FOR  
THROUGH-WIRING: Digit
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TROJA G2

P/N Description
0600705 TROJA MEDIA CHANNEL G2, Height 32mm, basic channel 1m. L= ?            Made to measure on customer request. Please specify with L =
0600706 TROJA MEDIA CHANNEL G2, Height 32mm, basic channel 2m. L= ?            Made to measure on customer request. Please specify with L =
0600707 TROJA MEDIA CHANNEL G2, Height 32mm, basic channel 3m. L= ?            Made to measure on customer request. Please specify with L =
0600710 Cover profile/blind field MEDIA CHANNEL G2, basic length 1m. L = ?         Made to measure on customer request. Please specify with L =
0600711 Cover profile/blind field MEDIA CHANNEL G2, basic length 2m. L = ?         Made to measure on customer request. Please specify with L =
0600712 Cover profile/blind field MEDIA CHANNEL G2, basic length 2m. L = ?         Made to measure on customer request. Please specify with L =

P/N Description
0601652 Connector MEDIA CHANNEL G2 basic profile incl. screw
0601655 Cable bracket (aluminium) incl. mounting set
0601653 Mounting bracket for blind covering incl. accessories
0705854 End cap for basic profile MEDIA CHANNEL G2 incl. mounting accessories, aluminum, powder coated RAL9010
0705855 End cap for MEDIA CHANNEL G2 incl. blind covering, incl. mounting accessories, aluminum, powder coated RAL9010
0601722 Steel angle bracket for 45° media channel corner mounting, initial/end piece closed, powder coated RAL9010
0601721 Steel angle bracket for 45° media channel corner mounting, centerpiece cable duct at least 1 angle per basic profile, galvanized

ACCESSORIES MEDIA CHANNEL

TROJA MEDIA CHANNEL G2    Powder-coated RAL9010.

Cables can be fixed

even faster.

Fastest installation thanks to

PRACHT EASY CONNECT System.

LED carrier integrated in cover

- reliable ESD Protection.

Easy mounting thanks to locking

function. Click in and relax

while screwing it tight.

Flat chamber with  

3 seperate channels  

for easier wiring.

Channel for various possibilities

of suspension, mounting

and alignment.

Sliding and fixable 

spring nuts for easy

mounting.

Leading and keeping

PEC SYSTEM

Integrated

Overhead work

Flat

Ceiling or wall mounting

Adjustable

MEDIA CHANNEL
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HOUSING Non-visible, glass fibre reinforced polyester housing, fully sealed.
LAMP COVER Cover adjustable in length and width PRACHTOPAL® (impact resistant), PC (shockproof).
ELECTRICAL COMPONENTS High-performance LED, LED converter.
THROUGH-WIRING Max. 5x2,5mm² + 2x1,5mm² available.
INSTALLATION Variable mounting distances by PRACHT-CLAMP-SYSTEM.
Easy installation due to two spacious grid connection boxes.

FIELDS OF APPLICATION Panel ceilings, distribution levels, underpasses, 1:1 exchange.

TAUNUS N LED

FROM -25 °C TO +45 °C
DEPENDING ON MODEL

UP TO 100.000 h 
LIFETIME

IP65

Covering PO (PRACHTOPAL®), Ra > 90, 4000 K, Ta: -25°C ... +45°C.
With additional surge protection and inrush current limiter.TAUNUS N LED DB    

TAUNUS N LED DB    Covering PO (PRACHTOPAL®), Ra > 90, 4000 K, Ta: -25°C ... +45°C, additional surge protection.

Power Luminous flux Length 185 Mirror P/N Weight 085 Mirror P/N Weight
1x38 W 3900 lm 1246 mm wide 74*3589PR3890 3,5 kg wide 74*6589PR3890 4,2 kg
1x44 W 4900 lm 1546 mm wide 74*3580PR3890 3,7kg wide 74*6580PR3890 4,8 kg

Power Luminous flux Length 185 Mirror P/N Weight 085 Mirror P/N Weight
1x38 W 3900 lm 1246 mm wide 74*3539PR3890 3,5 kg wide 74*6539PR3890 4,2 kg
1x44 W 4900 lm 1546 mm wide 74*3530PR3890 3,7kg wide 74*6530PR3890 4,8 kg

PROTECTION CLASS II

ENERGY

EFFICIENCY

CLASS

A++YEAR 
WARRANTY
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TAUNUS 085/185 SKII   Covering PO (PRACHTOPAL®),Ra > 90, 4000K, wide beam 100°.

TAUNUS 085/185 SKII   Covering PC (with prism inlay), Ra > 90, 4000K, wide beam 100°.

TAUNUS 085/185 SKII   Covering PC (with prism inlay), Ra > 90, 4000K, asymmetric 60°.

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

085
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 W 2700 lm 1246 mm 4,2/3,5kg wide 74*11614 74*11619 wide 74*61614 74*61619
1x27 W 3500 lm 1246 mm 4,2/3,5kg wide 74*11624 74*11629 wide 74*61624 74*61629
1x32 W 4300 lm 1246 mm 4,2/3,5kg wide 74*11634 74*11639 wide 74*61634 74*61639
1x41 W 5300 lm 1246 mm 4,2/3,5kg wide 74*11644 74*11649 wide 74*61644 74*61649
1x54 W 6600 lm 1246 mm 4,2/3,5kg wide 74*11654 74*11659 wide 74*61654 74*61659
1x25 W 3300 lm 1546 mm 4,8/3,7kg wide 74*11615 74*11610 wide 74*61615 74*61610
1x32 W 4200 lm 1546 mm 4,8/3,7kg wide 74*11625 74*11620 wide 74*61625 74*61620
1x40 W 5400 lm 1546 mm 4,8/3,7kg wide 74*11635 74*11630 wide 74*61635 74*61630
1x51 W 6700 lm 1546 mm 4,8/3,7kg wide 74*11645 74*11640 wide 74*61645 74*61640
1x63 W 8200 lm 1546 mm 4,8/3,7kg wide 74*11655 74*11650 wide 74*61655 74*61650

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

085
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 W 2700 lm 1246 mm 4,2/3,5kg wide 74*32614 74*32619 wide 74*82614 74*82619
1x27 W 3500 lm 1246 mm 4,2/3,5kg wide 74*32624 74*32629 wide 74*82624 74*82629
1x32 W 4300 lm 1246 mm 4,2/3,5kg wide 74*32634 74*32639 wide 74*82634 74*82639
1x41 W 5300 lm 1246 mm 4,2/3,5kg wide 74*32644 74*32649 wide 74*82644 74*82649
1x54 W 6600 lm 1246 mm 4,2/3,5kg wide 74*32654 74*32659 wide 74*82654 74*82659
1x25 W 3300 lm 1546 mm 4,8/3,7kg wide 74*32615 74*32610 wide 74*82615 74*82610
1x32 W 4200 lm 1546 mm 4,8/3,7kg wide 74*32625 74*32620 wide 74*82625 74*82620
1x40 W 5400 lm 1546 mm 4,8/3,7kg wide 74*32635 74*32630 wide 74*82635 74*82630
1x51 W 6700 lm 1546 mm 4,8/3,7kg wide 74*32645 74*32640 wide 74*82645 74*82640
1x63 W 8200 lm 1546 mm 4,8/3,7kg wide 74*32655 74*32650 wide 74*82655 74*82650

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 2700 lm 1246 mm 4,2/3,5kg asym 60° 74*32614 74* 32619
1x27 3500 lm 1246 mm 4,2/3,5kg asym 60° 74*32624 74*32629
1x32 4300 lm 1246 mm 4,2/3,5kg asym 60° 74*32634 74*32639
1x41 5300 lm 1246 mm 4,2/3,5kg asym 60° 74*32644 74*32649
1x54 6600 lm 1246 mm 4,2/3,5kg asym 60° 74*32654 74*32659
1x25 3300 lm 1546 mm 4,8/3,7kg asym 60° 74*32615 74*32610
1x32 4200 lm 1546 mm 4,8/3,7kg asym 60° 74*32625 74*32620
1x40 5400 lm 1546 mm 4,8/3,7kg asym 60° 74*32635 74*32630
1x51 6700 lm 1546 mm 4,8/3,7kg asym 60° 74*32645 74*32640
1x63 8200 lm 1546 mm 4,8/3,7kg asym 60° 74*32655 74*32650

ACCESSORIES
Item P/N Description
Ceiling recessed frame 0619031 185/4 RDE 185/4ft PPR 200 LED ceiling section L:1272 mm W:215 mm; Total L:1310 mm W:253 mm
Ceiling recessed frame 0619032 185/5 RDE 185/5ft PPR 200 LED ceiling section L:1572 mm W:215 mm; Total L:1610 mm W:253 mm
Ceiling recessed frame 0619061 085/4 RDE 085/4ft PPR 200 LED ceiling section L:1272 mm W:115 mm; Total L:1310 mm W:153 mm
Ceiling recessed frame 0619062 085/5 RDE 085/5ft PPR 200 LED ceiling section L:1572 mm W:115 mm; Total L:1610 mm W:153 mm
Panel ceiling recessed frame 0619132 185/4 DKR 185/4ft PPR 200 LED Alu nature for panel ceiling; Total L:1500 mm W:275 mm
Panel ceiling recessed frame 0619133 185/5 DKR 185/5ft PPR 200 LED Alu nature for panel ceiling; Total L:1800 mm W:275 mm
Panel ceiling recessed frame 0619162 085/4 DKR 085/4ft PPR 200 LED Alu nature for panel ceiling; Total L:1500 mm W:175 mm
Panel ceiling recessed frame 0619163 085/5 DKR 085/5ft PPR 200 LED Alu nature for panel ceiling; Total L:1800 mm W:175 mm
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TAUNUS N LED
Covering PO (PRACHTOPAL®), Ra > 90, 4000K, wide beam 100°. 
With additional surge protection and inrush current limiter.TAUNUS 085/185 CITYLINE SKII    

TAUNUS 085/185 CITYLINE SKII    

TAUNUS/185 CITYLINE SKII    

Covering PC (with prism inlay), Ra > 90, 4000K, wide beam 100°. 
With additional surge protection and inrush current limiter.

Covering PC (with prism inlay), Ra > 90, 4000K, asymmetric 60°. 
With additional surge protection and inrush current limiter.

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

085
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 W 2700 lm 1246 mm 4,2/3,5kg wide 74*11714 74*11719 wide 74*61714 74*61719
1x27 W 3500 lm 1246 mm 4,2/3,5kg wide 74*11724 74*11729 wide 74*61724 74*61729
1x32 W 4300 lm 1246 mm 4,2/3,5kg wide 74*11734 74*11739 wide 74*61734 74*61739
1x41 W 5300 lm 1246 mm 4,2/3,5kg wide 74*11744 74*11749 wide 74*61744 74*61749
1x54 W 6600 lm 1246 mm 4,2/3,5kg wide 74*11754 74*11759 wide 74*61754 74*61759
1x25 W 3300 lm 1546 mm 4,8/3,7kg wide 74*11715 74*11710 wide 74*61715 74*61710
1x32 W 4200 lm 1546 mm 4,8/3,7kg wide 74*11725 74*11720 wide 74*61725 74*61720
1x40 W 5400 lm 1546 mm 4,8/3,7kg wide 74*11735 74*11730 wide 74*61735 74*61730
1x51 W 6700 lm 1546 mm 4,8/3,7kg wide 74*11745 74*11740 wide 74*61745 74*61740
1x63 W 8200 lm 1546 mm 4,8/3,7kg wide 74*11755 74*11750 wide 74*61755 74*61750

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

085
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 W 2700 lm 1246 mm 4,2/3,5kg wide 74*32714 74*32719 wide 74*82714 74*82719
1x27 W 3500 lm 1246 mm 4,2/3,5kg wide 74*32724 74*32729 wide 74*82724 74*82729
1x32 W 4300 lm 1246 mm 4,2/3,5kg wide 74*32734 74*32739 wide 74*82734 74*82739
1x41 W 5300 lm 1246 mm 4,2/3,5kg wide 74*32744 74*32749 wide 74*82744 74*82749
1x54 W 6600 lm 1246 mm 4,2/3,5kg wide 74*32754 74*32759 wide 74*82754 74*82759
1x25 W 3300 lm 1546 mm 4,8/3,7kg wide 74*32715 74*32710 wide 74*82715 74*82710
1x32 W 4200 lm 1546 mm 4,8/3,7kg wide 74*32725 74*32720 wide 74*82725 74*82720
1x40 W 5400 lm 1546 mm 4,8/3,7kg wide 74*32735 74*32730 wide 74*82735 74*82730
1x51 W 6700 lm 1546 mm 4,8/3,7kg wide 74*32745 74*32740 wide 74*82745 74*82740
1x63 W 8200 lm 1546 mm 4,8/3,7kg wide 74*32755 74*32750 wide 74*82755 74*82750

Power Luminous flux Length Weight
185
Mirror

On/Off
P/N

DIM-DALI
P/N

1x20 W 2700 lm 1246 mm 4,2kg asym 60° 74*33714 74*33719
1x27 W 3500 lm 1246 mm 4,2kg asym 60° 74*33724 74*33729
1x32 W 4300 lm 1246 mm 4,2kg asym 60° 74*33734 74*33739
1x41 W 5300 lm 1246 mm 4,2kg asym 60° 74*33744 74*33749
1x54 W 6600 lm 1246 mm 4,2kg asym 60° 74*33754 74*33759
1x25 W 3300 lm 1546 mm 4,8kg asym 60° 74*33715 74*33710
1x32 W 4200 lm 1546 mm 4,8kg asym 60° 74*33725 74*33720
1x40 W 5400 lm 1546 mm 4,8kg asym 60° 74*33735 74*33730
1x51 W 6700 lm 1546 mm 4,8kg asym 60° 74*33745 74*33740

1x63 W 8200 lm 1546 mm 4,8/3,7kg asym 60° 74*33755 74*33750

PROTECTION CLASS II

NOTE * Configurable on request: Length and width adjustments, rounded covers, light colors, protection class I or with emergency lighting modules.



ON REQUEST: THE TAUNUS IS ALSO AVAILABLE IN OTHER VARIANTS  
AS IN 150 OR 285 PANEL WIDTHS AND AS A RETROFIT SOLUTION.

PHONE +49 64 66 / 91 40-0  OR  CITYLINE@PRACHT.COM

SINGLE PANEL WIDTH IN 085
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Whether existing panel ceilings in 1:1 exchange
or new constructions, the TAUNUS N LED is the 
clean mounting solution with efficient LED 
lighting.

Its position is flexibly adaptable and different 
widths are available.

TAUNUS
THE RECESSED LUMINAIRES FOR 

PANEL CEILING MODULE 100

DOUBLE PANEL WIDTH IN 185
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“THERE WILL NEVER BE ANY COMPROMISE
IN THE QUALITY OF MY PRACHT LUMINAIRES.”

Alfred Pracht, founder, 1963
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Alfred PRACHT Lichttechnik GmbH | PRACHT Lighting Solutions GmbH
Am Seerain 3 | D-35232 Dautphetal-Buchenau/Lahn | Germany
Tel: +49 6466/9140-0 | welcome@pracht.com | pracht.com


